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IH-DTL structures have been developed and used for

Abstract acceleration of ions with g/1/60 in energy range above

A modern post-accelerator for radioactive bear120 keV/u. They use a series of DTL accelerating
facilities requires acceleration of heavy ions beginninfe_’c'[Ions each followed by independent DC magnetic
with charge state 1+ in order to maximize the intensity dfiplets for focusing [3]. The magnetic triplets can be
the beams available for experiments. The acceleration lgfated either inside or outside the resonant tank. We
unstable nuclides with mass number up to 240 is requird@und that the concept of separated accelerating and
For acceleration of low-velocity heavy ions very low-focusing zones can be applied to the acceleration of heavy
frequency RFQs are appropriate. However, th®ns with g/nx1/240 and at much lower energies if the
accelerating efficiency of such RFQs is low. To overcomeeam focusing is provided by rf quadrupoles. The DTL
this drawback we propose a hybrid accelerating structupécelerating and rf focusing sections can be integrated
that is formed by an alternating series of drift tubes (DTLO a single resonant structure we call the hybrid RFQ.
and RFQ sections. In such a structure the accelerating and he use of rf quadrupoles for heavy ion beam focusing
focusing functions are decoup|ed_A hybnd RFQ (H-RFQ]"I ‘triplet’ mode is illustrated in F|g 1. An unmodulated
operating at 12 MHz was designed for acceleration #ur-vane RFQ forms two sections each with lengjth
heavy ion beams with g/A=1/240. The acceleratingeparated by a drift spa@a/2. The focusing strength of
structure is ~3.3 m long and consists of three sections @dich RFQ lens with the lengf/2 is adjusted and fixed
DTL and two sections of RFQ. Each section of the DTy the aperture radius,RA section of the RFQ with
comprises 10 to 14 drift tubes. The RFQ sectiongngthp) acts as a “doublet”. The drift space between the
comprise fivepi/2 cells and form a focusing triplet. The“doublet” is necessary in order to ease the required
average accelerating gradient of the H-RFQ is about twiegectric field between the vanes. The whole focusing
that of a conventional RFQ. This paper describes gstem works as a symmetric triplet. At higher g/m lower
complete study of beam dynamics in the new H-RF@cusing gradients are required and it can be shown that in
accelerating structure. A project to carry out a cold-modg|,ch cases the RFQ triplet can contain only tiie@

test of the H-RFQ will be pursued. cells. A remarkable feature of the RFQ triplet is the lack
of fringing field effects because the arrival time of beam
1 INTRODUCTION bunches is synchronized to zero field at the edges of the

The injector section of the Rare Isotope Beam (RIBRFQ vanes.

linac of the RIA facility requires acceleration of singly . W& have designed a CW H-RFQ for acceleration of

charged ions in the mass range from 6 to 240 [1]. G ingly-charged uranium in the front end of the RIB linac.

stripping of the heaviest ions takes place at ~20 kev/io" CW operation the peak surface field must be chosen

The efficient capture of an initially dc beam, maintaining €Y carefully. Our design is based on a 12 MHz
low-emittance in longitudinal phase space and providin celerating structure with 100 kV between the drift tubes

the initial acceleration can be performed using a multtPT) and RFQ vanes. The peak surface electric field

harmonic buncher and a RFQ [2]. Further highly efficienl?Ccurs on the vanes of the first RFQ lens and it is 20%

acceleration of well bunched ion beams will be performe@Wer than in the existing 12 MHz RFQ structure [2]. The

in the proposed hybrid RFQ (H-RFQ) structure. surfac_e field on the dr_ift tubes is kept even lower by
selecting long accelerating gaps.
2 THE HYBRID RFQ CONCEPT 5p/2
The acceleration of slow, low-charge-state heavy ic X P [ >
beams is a difficult problem. A device that can be utilize | ] [
is a conventional RFQ accelerator. The rf electric fields 0.5+
such devices are very effective at focusing heavy ions, | ' _._._.-—-""_"‘;(--_._
the longitudinal electric field provided only by the vant 0.0 >
modulations makes it an inefficient accelerating structur LY === ~———
For low velocity ions the structure must operate at a lc 0.5-
rf frequency leading to a very large and expensi 1 [ ] [ ]
structure. Y T — T T T T 1T
v 80 90 100 110 Z, mm
* Work supported by the U. S. Department of Energy under contract Figure 1: Focusing of axial-symmetric beam by RFQ
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Basic design parameters of the H-RFQ are given in Tahdesigned for 92 kV inter-vane voltage withFB.9 cm. In

1. Figure 2 shows beam energy vs. distance in the H-RFER)s very low velocity region the RFQ provides 1.2 MeV
and in a conventional RFQ. The reference RFQ wasnhergy gain over the length 2.2 m. The beam phase space
designed at the same voltage and operating frequermpts after the RFQ and matched to the entrance of the H-
with constant phase advance of transverse oscillations [f&Q are shown in Fig. 3.

period equal to 1%7 As is seen from graph the H-RFQ The first DT section of the H-RFQ operates at zero

provides twice as much accelerating voltage. synchronous phase while the last two DT sections operate

at —20 synchronous phase. The 1+ rare isotope beams

Table 1: Design parameters of the H-RFQ come from either standard ISOL-type ion sources or a

Operating frequency 12.125 MHz helium gas catcher and, therefore, the maximum expected
lon species °*He" to ™ U™ | transverse normalized emittance is quite low -Omm-

Beam energy 7 to 20 keV/u mrad. Heavy beams such as uranium will be formed even
Length 334 cm with lower normalized emittances, ~0.6Gdmm-mrad.

Number of drift tubes in three sections 13-10-13 Figure 4 shows beam envelopes at tﬁga-level in

g::'fét;bgrzﬂirtr;:jeiursad'us 1(1)‘?; >3 Cmhorizontal, vertical, phase and relative energy planes. The
Inter-vgne inter-DT voltage 1(')0 k\/ graphs are given fog,,=0.03 m-mm-mrad andg =0.1

11.6 KW n-ke_V/u-nsec. _ _
- Figure 5 presents emittance evolution along the H-RFQ
for typical emittance values shown in Fig. 3. There is 7%
rms transverse emittance growth due to the coupling of
transverse and longitudinal motion in the radially non-
uniform electric fields. The 100% transmission transverse
acceptance of the H-RFQ is O2mm-mrad which is
twice the maximum beam emittance expected for light
exotic ions. The decrease of longitudinal emittance is
caused by the beam filtration that is still necessary after
the multi-harmonic buncher and RFQ section. The total
capture efficiency from the initially DC beam is 80%
within a 5 longitudinal emittance, ;| =0.1n-keV/u-nsec.

The simulations show that the beam parameters such as
average energy, phase spread, emittances, Twiss
Distance (cm) parameters, etc. experience negligible change if the

Figure 2: Beam energy as a function of longitudinal Voltage is varied in the range -3% to +7% from the
distance along the reference RFQ and H-RFQ.  nominal value.

RF power according to the code MWE
Peak surface field 118 kV/cm
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The beam dynamics design of the H-RFQ structure 51 - S
iterated between the two steps: 1) preliminary design of 1 T
the longitudinal layout and 2) detailed simulation of beam 0+
dynamics in 3D electric fields. These steps were 1 gl A 1
iteratively repeated in order to achieve design goals;, -5 R -1
minimal emittance growth, lowest possible peak surface '
field, lowest sensitivity to the misalignments and rf field — . ——
errors, and maximum possible 6D acceptance. 05 00 05 10 5 0 5 10

The simulations were done by ray tracing codes Figure 3: Phase space plots at the entrance of the H-RFQ.
DYNAMION [4] and LANA [5] in 2D and 3D realistic
electric fields. In the gaps between the drift tubes 2D
electric fields were used. The 3D electric fields between 4 H-RFQ RESONANT STRUCTURE
the RFQ electrodes and neighboring drift tubes were Several resonant structures have been considered as

Sm.;ﬁlatier? b3t/ St‘)IMIr(r?N;E‘G]r'med by the multi-harmoniccandidates for the H-RFQ. The main specifications for our
¢ Input ‘beam 1S 1o y plication are: 1) the structure length ~3.34 m is

buncher and RFQ. These devices are optimized for t@gtermined by the given input and output beam energies;
formation of the lowest possible longitudinal emlttance2

i ' ) the structure should be mechanically stable; and 3) the
The 12 MHz RFQ upstream of the H-RFQ s hunt impedance should be high. Though split-coaxial
tructures have been used in several low frequency RFQs,

modification of the existing prototype [2] with redesigne

vanes. The conventional RFQ following the multl-the Wideroe-type ~ structure  better  satisfies  the

harmonic buncher Is Sti”. the_ best option for the_ formatingovementioned conditions. In fact, this type of structure
of lowest possible longitudinal emittance. This RFQ IS/as considered as a potential candidate for 12.5 MHz



distribution on all vanes and drift tubes is expected, as

shown in Fig. 7.
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Distance (cm) The proposed hybrid RFQ structure has the following
Figure 4: Beam envelopes along the H-RFQ innovative features compared to conventional RFQs with
similar parameters: a) separate sections of drift tube
2] o accelerator and rf focusing structures placed inside the
_ 71 Longitudinal Transverse same resonant structure producing twice the accelerating
L gradient; b) focusing provided by four rf quadrupoles
operating as a triplet; c) lower rf power consumption per
unit length; d) lower peak surface electric fields and less

0 50 150_ 150 200 250 300 surface area at high electric field.
_ Distance (cm) _ A cold model of the H-RFQ for the RIA RIB linac is
Figure 5. Relative emittance evolution. under development. The H-RFQ can be used for effective

acceleration of low velocity heavy ions in various fields

of application, where focusing by electric fields is
appropriate.
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